
2.38 [60.4]

6.41 [162.71]

    A) CIMCOOL 5 STAR 49
    IS PROHIBITED. USE ONE OF THE FOLLOWING:

   SILICONE AND SULPHUR-BASED CUTTING FLUIDS
 1. WHEN MACHINING VACUUM PARTS, USE OF

4. DIMENSIONS IN [  ] ARE MILLIMETERS AND

2. THIS IS A UHV PART, ELECTROPOLISHING
IS NEEDED BEFORE WELDING. PRIOR TO
ELECTROPOLISHING, THE PART NEEDS TO GO
THROUGH A MULTIPLE STEP CLEANING PROCESS
INVOLVING DEGREASING, WASHING AND DRY

3. KEEP THE PART CLEAN, AND WRAP FOR UHV
PACKING WITH ALUMINUM FOIL.

NITROGEN BLOW DOWN.

5. SURFACE ROUGHNESS

FOR REF. ONLY
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    B) TRIM SOL

NOTES:

2x Ø.50 [12.7]

4X .30 [7.62]

.250 [6.35]

.063 [1.60]

4X Ø.154 THRU

4X R.04 [1.02]

A1528901

P4105090906-200013-01

P6 B.M. W/M/S INTEGRAL
 SHUTTER BEAM STOP/COLLIMATOR

HOUSING COVER

HALF

1 1 C

.03 [.7620]

.01 [0.25]

.005 [0.127]

.25
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304 STAINLESS STEEL

J.GOGOL 4/7/94

J.CHANG 5/4/94

J.GOGOL 4/7/94

J.CHANG 5/4/94

D.SHU 5/12/94

T.M.KUZAY 5/16/94

5.00 [127.0]

0.125 [3.18]

1.73 [43.8]

6.161 [156.49]

8.38 [212.78]

3.936 [99.97]

4.84 [122.9] .98 [24.9]

.79 [20.07]

2.222 [56.44]

3.47 [88.1]

01

01 B.M. WAS I.D. R.K.


